Planning is the first step of any successful ptojeecide where you would
like your fence to surround; the recommended dcstda stay from the edge
of the pool is 2 feet or more. Never plan to runryience within 8 inches of
poolside.

While planning your fence, make sure no other dgtoather than the pool is
within the protected area. Children should nevedre enter the pool fence
area other than to swim when properly supervidadys and other objects
are stored within the protected area move the gtoasea.

Take a thick rope, garden hose or other similaeacand place it on the
intended path of the fence. Step back and lookyaskself is there anything
on the inside of the fence that will attract myldRiwill | have enough

room to move around to clean my pool? Mark the fr@gy and ending
points of the fence of your rope or hose. Pullibse straight and use a tape
measure to measure from the marked beginning pmthe ending point.




Planning your entryway is an important step thatusth be taken in
consideration prior to deciding how many fenceisest ground sleeves,
and poles are needed. Our fence does not comeawitiged gate. An
opening on our fence is where two sections of fepaneet. When two
sections of fence meet there will be two poles m@xine another connected
by a spring loaded spring-loaded hook and eye.nter¢he pool area you
would follow the same procedure as you would if yeare removing the
fence; unhook the spring-loaded hook and eye amdve the first pole of
the section from the hole. Now you can either tbs pole along the mesh
to the next pole in the section and place it ietabsick hole or pull the pole
back at an angle away from the fence and placeatset back hole. You can
create as many openings as you would like, thesfenit remain taught and
secure.

We recommend the design of the opening be eitloe63feet wide and
should be located near the steps or where you waatlarally enter the pool.

When purchasing your supplies you will need to kimmw much fencing to
buy. Measure along the rope or garden hose alleatiput. Each of our
lengths of panels are 12 ft wide and have a 2.@% gpacing between them.
Measure from the center point of a 6 foot gaténednd of each run and
figure out how to use the panels most efficierdfyen it is possible to
utilize all the panels as full panels except timalfone. The final hole most
likely will not be a full 36” for the last pole ithat section of fence. This is
OK; the fence is designed for easy modificatioerd where you need it.
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Much as you are doing right now. Review DIYPoolFerom to be sure
you understand all that will be involved in constmg your pool safety



fence. Knowledge before you make your purchaselealll to satisfaction
after you receive the product; this is the phildsowe used as a guideline
for building our site. Strategic design of our $ites placed us as a premier
resource for information on fence design as wedl &sading supplier of
affordable, quality pool fencing safety materials.

Review the additional pieces and your design. Aslkrself if you need extra
poles? Extra poles will require extra sleeves. yane splitting a run of fence
to create an entryway? If so, you will need ex#érace junction spring-
loaded hooks & eyes, the ones that come with theikistill be used at the
ends. It is beneficial to include all necessarytgar a single order, not only
will your get you project started faster but youl wave in shipping.

DIY Pool Fence also offers toll-free customer seg\®-5 ET Monday
through Friday. A live customer support represeveanot a recording, will
promptly assist you. In addition we offer toll-freschnical support to
answer all of your fence planning and installagprestions. Technical
support can be reached 7 days a week from 9-9 ET.
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DIY Pool Fence has an easy to use online ordeyistgs). We have worked
hard to simplify the purchasing process and bimggHhighest level of online
security. Shipment tracking is offered to keep yoaontinual update on the
status of your shipment.

a) You can order fence by the foot. Your fence witive in twelve-foot
sections and if the length ordered is not a mdtqdltwelve the last section
will be less than twelve.

Example: If you were to purchase of 27 feet you Ma@aceive 2 twelve-foot
sections and 1 three-foot section.

b) A pole comes with every three feet of fence pased. You need to end
your fence with a pole. If your end measuremenbisa multiple of 3 than
you would need to purchase an extra pole. It wilbenatically be added to
your shopping cart.

Example: If you were to purchase 25 feet you waalkive 2 twelve-foot
sections and the first pole of the one-foot secfidre second pole of the
one-foot section would need to be purchased seghabng with an extra
ground sleeve.



c) If you are planning to go up stairs you will ddevo poles per every step,
plastic ground sleeves for the poles and springddahook & eyes to
connect the poles.

Example: If you have your base level, one step,thadipper level you will
need a pole at the edge of the upper level, 2 fotedbe one step and a pole
at the beginning of the base level. Then you vaka two spring-loaded
hook & eyes; one to connect the pole at the topl lesth the first step pole
and the other to connect the pole at the end ot with the base level
pole. You will also need plastic sleeves to go witich extra pole.
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When your kit has arrived, the first step to takeol mark your holes.
Marking your holes before drilling is a smart maxeery handyman should
take to heart. This helps to eliminate
unnecessary mistakes when drilling.
Each kit comes with a cardboard
template for easy, consistent marking.
The cardboard template has three
holes. 2 holes are 36” apart for
marking the distance between poles
that are attached to one another in the
12’ length of fencing. The additional
hole is 2-1/2" from one end. This hole
Is used to mark the proper space
] between the fence sections. Mark these
= holes using a china marker or similar




waterproof marker. China markers can be found &t hocal hardware
stores or Home Depot. DO NOT drill through the téatg

Always mark your holes.

DIYPoolFence.com engineers have been working onehemd professional
projects for years. We take everything into acc@uwhen planning our kits,
that is why we are the leader in our field by aiilg innovative tools like the
drilling template and alignment tool. We take &z into consideration to
simplify your installation process and remove masiables of human error.

* % ##

First prepare your drill. We suggest putting

electrical tape around the drill bit at 4 inches
from the tip. This provides a guide to keep yo
from drilling too deep in your concrete.

Insert the drill bit from the bottom of the
alignment tool, with the chuck side entering
first facing upward. This is because the tip of ©
the bit is too large to fit through the tool buetr
flute is of the right size. Lastly insert the bit
into the drill after it is positioned inside the
tool.

Before you begin, it is
important for you to mark

~ where your holes should go.
~ This will make it easy to get
it right the first time. Using
both templates, carefully
mark the holes.




Mark the holes on the gate template where your paites will fit in.

Line up the last gate hole
with on the fence-
positioning template. The
hole for the last pole of the
gate will be lined up in the
hole on the fence template
in the hole where a second
section of fence would
begin. This is where the gat
and fence will securely G
attach at a later step.

Drill the fence hole using

the exclusive drill alignment tool. This tool issiigned to create a straight
hole every time. When drilling the holes for theggalrill at a 2.5 degree
angle towards the gate itself. This will make isieato insert poles, as well
as keeping the gate and fence securely in place.
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Slide poles into the corresponding holes.
Use the hook and eye mechanism provided with gate.

Lastly, all you need to do next is to close theegatd lock it in place. The
gate is spring loaded to close automatically toldleked position. To open,
lift up knob on the top and pull gate open.

Now you can enjoy the beauty and fun of your poitth@ut compromising
safety. And with a DIY Pool Fence, it is just asyeto take down for those
special occasions.



The gate, as well as pool fence has been designegiick and easy
installation. DIYpoolfence.com takes the elementtwman error into
consideration. The gate lock and latch height aaadjusted so that it fits
correctly together. Unscrew the bottom piece orldbking mechanism.
Adjust the height until the gate aligns with thicha Screw in place and your
gate is set!
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IMPORTANT DRILL NOTES : If using a DIY supplied drill please follow
these drill instructions carefully!

1) Keep the drill set to hammer drill (on side -Atmaer symbol).
2) Hold the drill tightly but do not apply excessigdownward pressure. Lef
the drill do the work. It will not feel the same @slling into wood and will




take more time.

3) Blow away drilled cement.

4) Wear protective eye wear and keep all body @avtsy from the drill bit
during use.

5) Follow all other warnings and instructions onnuniacturers drill usage
instructions.

The alignment tool is designed for standard 5/85omay drill bits which
have a head that is 5/8” and a flute that is ¥2yolir bit is an industrial bit
with a full body of 5/8” it will not work with ouguide. Standard bits are
available for purchase on our website. To insexthih, feed the bit up from
the bottom of the alignment tool, and then attdehltit to your drill after it
Is in the guide.

With the drill alignment tool,
DIYPoolfence.com has cut hours off the e F A

drilling process and made it almost error-prd SRl
Once you have the drill positioned and IeveI|,mﬁ“.,r

correctly, you will be able to make perfect 2 i

holes each time. -_r ;"
On straight sections, center the drill bit on tl‘; 4...;:’ A

mark. Align the leveling bubble center on th
drill guide using the adjustment screws on thedlu@ners of the base (as
shown). This will make the drill level and your bdtraight. Aligning the
bubble to the center means you are level. Dridligtit up and down, do not
angle the drill. The unique drill
alignment tool provided by
DIYPoolFence.com will help to keep
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any handyman from making common
human slip-ups.

For curved sections changing directions
by 45 degrees or more at one pole, use
your alignment tool to set your drill to
make a hole at a 5-degree angle leaning
away from the curve. For curved
sections changing directions by less
than 45 degrees at one pole, use your



alignment tool to set your drill to make a holad.5-degree angle leaning
away from the curve. The angles will keep tensiotha top of the fence.
The curve in the fence will pull your fence int@tburve creating an
unwanted inward slope, drilling at an angle awayrfithe curve will prevent
this sloping. Accomplishing angled drilling withotite help of the
DIYPoolFence.com alignment tool is a daunting fasleven most
professionals, but with the alignment tool yourladglrill will be done
accurate every time.

For Between Sections When you reach the meeting pbtwo sections of
fencing, drill the holes at a 2.5-degree angleil@atowards each other.
Attaching the two sections of gate will be eadi¢hey are slightly angled
towards each other.
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After drilling your holes, insert the plastic slesvthat come standard with

every kit. The plastic sleeve extends the lifehef tod and preserves the

integrity of the hole. It also creates a snugdihold the rod tightly every

time you take it in and out. We at DIYPoolFencesgealize that you may

wish to take down your fence over the course olthienming season. You
may have barbeques and family gatherings where

_ mostly adults will be in the pool area. Our goal is
_ to make the process as simple and painless as

possible, and yet still provide a superior fence
that will remain as durable as the first time itswa
erected.

Gently slide sleeves into holes (left)

Press sleeves firmly into place. Make sure they
are pressed all the way into hole. This will
prevent any injury and will protect the life of
your fence.
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Some fences will have one section of fencing thihitneed to be modified

to fit the correct length of you fence. We havepared our fence sections to
be so simple to modify it will only take a few mieg and very little effort

or skill. This modification should take place prtorassembling your fence.
Return to the area you drilled that is a shortegtle then 36”. Slide the pole
in the hole to get an accurate measurement.

Take the loose mesh and pull tightly around the pgébld over on itself and
mark the top and bottom. Staple all the way dowthéobottom to keep
mesh in place for next step.

Unscrew the back molding from the extra pole ardeghe flap of material
under the back molding. Then simply screw the phaek in place tightly
and your fence will be ready to withstand anythyogr toddler can throw
its way. This simple method provides an easy metiadljustment that is
also forgiving of slight measurement errors.
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Now that you have your gate the correct lengtis, ime to stand it up.
Place each pole in the appropriate sleeve coveried Imstall the spring-
loaded hook and eye components on the end poladjadent end pole or



wall. Use the existing holes on the top of the poMany times two walls
provide excellent end boundaries for your fencd.tRa end pole tightly
towards the adjacent pole or wall and place thmggoaded hook into the
eye.

For your installation DIYPoolFence.com has a knalgkable and
dependable staff available 9AM — 9 PM Eastern Tinalays/week to help
you find quick answers to any questions that maeakWhy take chances
with your family’s safety, count on DIYPoolFencentdo be your first
choice for providing an excellent product with fastcurate delivery and
ongoing project support.




